LC-RD1217

Contents indicated (including the recycle marking,
etc) are subject to change without notice.

Panasonic |

For standby power supplies

Expected trickle life:3~5 years at 25C,approx.5 years at 20C
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Battery case resin:standard(UL94HB)

H Specification M Duration of discharge vs. discharge current
Nominal Voltage 12v
Rated Capacity(20HR) 17Ah 7 30
Length 181 mm 20 : :
] ] Width 76 mm j j
Dimensions - 10 R :
Height 167 mm \ n
- - AN 40°C
Total height 167 mm 3 5 ; ;
Approx. Mass 5.9 kg dé, = 3 N\
Terminal M5 threaded post % | \ : 289
Bolt and Nut type 2 _é\\_
. g - Y 60 : /
B Characteristics ° T : X
20 hour rate 17Ah .% 30 B N\
Capacity 10 hour rate 15Ah 5 : '
(25C) 5 hour rate 13Ah o | LN LN Ao
1 hour rate 10Ah ® 10 I \ o
=] =]
Internal Resistance Fully Chargefi battery 12 mQ E N
(25 C) = 5
Temperature 40 C 102% 3
Dependency of 25°C 100%
Capacity 0°C 85%
(20 hour rate) 15 C 65% ~ 1
Self Disch After 3 months 91% 03 1 3 10 30 100
€ (z:js%)arge After 6 months 82% Discharge current(A)
After 12 months 64%
EWatt Table(25°C) (Wattage/Battery)
Cutoff V| 3min | 5min [ 10min [ 15min | 20min | 30min | 45min 1h 1.5h 2h 3h 4h 5h 6h 10h 20h 24h
9.6V | 1021 | 806 | 526 | 402 | 337 | 251 | 177 | 142 | 976 | 755 | 56.2 | 432 | 35.6 | 28.6 | 19.0 | 10.3 | 8.58
9.9V | 948 | 756 | 516 | 399 | 331 | 249 | 176 | 142 | 956 | 749 | 559 | 42.9 | 354 | 285 | 189 | 10.3 | 8.56
10.2v | 874 | 708 | 502 | 391 | 326 | 246 | 175 | 139 | 937 | 73.0 | 554 | 426 | 351 | 28.3 | 187 | 10.2 | 853
105V | 777 | 634 | 465 | 364 | 309 | 240 | 172 | 136 | 917 | 704 | 545 | 423 | 348 | 280 | 186 | 10.2 | 850
108V | 656 | 561 | 415 | 339 | 301 | 232 | 169 | 134 | 89.2 | 671 | 534 | 418 | 339 | 275 | 184 | 101 | 8.44
B Ampere Table(25°C) (Ampere/Battery)
cutoftv| 3min | 5min | 10min | 15min | 20min | 30min | 45min | 1h | 1.5h | 2h 3h 4h 5h 6h | 10n | 20nh | 24h
9.6V | 91.8 | 722 | 47.0 | 349 | 29.0 | 215 | 151 | 12.0 | 826 | 637 | 472 | 361 | 2.97 | 239 | 1.58 | 0.857 | 0.715
99v | 852 | 67.8 | 46.0 | 347 | 286 | 212 | 150 | 12.0 | 810 | 633 | 470 | 359 | 2.95 | 2.38 | 1.57 | 0.855 | 0.713
10.2v | 78.6 | 635 | 449 | 340 | 281 [ 210 | 149 | 11.8 | 793 | 6.16 | 465 | 3.57 | 293 | 2.36 | 1.56 | 0.852 | 0.711
105V | 69.9 | 569 | 416 | 316 | 267 | 205 | 146 | 11.6 | 7.77 | 595 | 458 | 3.54 | 2.90 | 2.33 | 1.55 | 0.850 | 0.708
10.8v | 59.0 | 503 | 371 | 29.5 | 260 | 19.8 | 144 | 113 | 7.56 | 567 | 449 | 349 | 2.83 | 2.29 | 1.53 | 0.845 | 0.704
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B Charging Method (257C) B Cut off voltage

0.85A-| 3.4A- | 8.5A- | 17A- | 34A-
3.4A | 85A | 17A | 34A | 51A

Cut off voltage (V) | 10.5 | 10.2 | 9.9 9.3 8.7

Discharge current
Trickle use Control voltage 13.6-13.8V;Initial current 2.55A or smaller

HMInfluence of Temperature on Trickle life B Residual capacity test result
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M Constant-voltage and constant-current charge characteristics B Discharge capacity by temperature and by discharge current
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Panasonic Storage Battery (Shenyang) Co., Ltd
Tel: +86 24 25818921 Fax: +86 24 25818910 Website: http://www.panasonicbattery.cn
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